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1 Introduction

SAXS is an analytical method to determine the structure of particle systems
in terms of averaged particle sizes or shapes. The material can be solid or
liquid and they can contain solid, liquid or gaseous domains of the same or
another material.

The Ganesha can be used in different configurations: use WAXS (260 > 5 )
to resolve spacing at the atomic scale, down to 0.Tnm. SAXS (20 =0 5)
provides information on bigger scales 1to 200 nm in size, useful to resolve
the structure of complex molecules and materials such as polymers, colloids,
porous materials, etc.

min g-range | max g-range | sample to detector range
0.007-0.07A 7| 0.18-2.8 A 1 100-1490mm

Table 1: Ganesha g-values and detector distance ranges.

2 Get the system ready

(2.1) Ensure SAXSLAB Program and Windows are open (check workspaces
1-4)

(a) Otherwise, double click the icon to reopen all of them
(b) If asked by Spec for pin diode gain setting, enter >100 (see fig.1)

(c) For SAXSGUI Prompt ->Data->Latest , then scroll to last image,
select it and click Open (see fig.1)

(2.2) Ensure X-ray tube and generator are “on” by checking that the yellow
light at top of instrument is lit. If off, x-ray tube and generator need
conditioning:

(a) In Spec >x_start, generator will then ramp x-ray tube and genera-
tor's kV and uA to operating conditions

(b) If needed, turn chamber light on via remote on top of chamber or
>light_on

(c) System should be ready for use, continue onto “Load Sample”
below



Figure 1: Views of SPEC (yellow arrow), camera and GUI windows. Windows
are open by clicking the buttons on the bottom panel (ex: GUI encircled in
red)

3 Load your sample

The Ganesha works under vacuum. This is a requirement not of the technique
but of the detector, which is very sensitive to humidity. To load your sample
you'll need to vent the system, load the stage with the sample and evacuate
the system. If you're working with solvents, please seal your samples tightly,
and avoid any evaporation inside the Ganesha chamber.

(3.1) In Spec >vent_system

(a) Detector moves back and system will ventin  5mins
(b) Unlatch two left door latches so the chamber doesn't build back
pressure

(3.2) Prior to placing samples into the chamber, double check safety of all
materials in chamber and their reactions to vacuum via SMIF'’s protocol
for SAXS samples

(a) Volatile samples must be encased in container that is sealed to
pressures below 10 2 mbar

(b) Powder samples must be tightly sealed



(c) Ask SMIF staff if at all unsure of sample's reactions to vacuum

(3.3) Open chamber door and place sample according to prior instruction
from SMIF staff. If working with the Peltier stage, place the stage such
that the tubes face the interior of the chamber. See gure2

(a) Note stage and sample orientation chamber cam is disorienting
i. Best practice is to place a portion of sticky note as a landmark

Figure 2: Peltier stage. (a) with capillaries accessory. (b) with powder
accessory. (c) Position in the chamber. Orientation should be such that the
tubes are facing the chamber and not the loading door

(3.4) Close and lock chamber door (securing all 3 levers appropriately)

(3.5) Give audible warning to fellow users, then type >evacuate_system

(3.6) Chamber will evacuate and a vacuum of 10 2 mbar will be reached in
5mins

(3.7) System is ready when >sleeping t in spec disappears and leaves the
#H#H#.Spec> prompt



4 Sample Measurement for SAXS, WAXS or MAXS
(and building a Macro)

4.0.1 Aligning the beam and checking sample

The sample is in the chamber, now the user needs to localize the samples, so
the beam hits in those coordinates. Also, the user needs to ensure the beam
is aligned, prior to collecting data.

For nding the samples and doing a quick check on the signal, we recommend
running the system in WAXS con guration.

(4.1) open GICC. In the stage menu, select the stage in use.

(4.2) In Spec>conf_ugo N, where N is the con guration number you'd like
to use

(a) See GANESHA Con guration Overview spread sheet on desktop
or wall

(b) This will decide if you do SAXS, WAXS or MAXS

(4.3) Detector and Slits will move into position

(4.4) Move sample into position (center of your sample) with reference to
cross-hairs in RayCam by using mvr command in Spec

(a) example: >mvr ysam 10 will move stage relative to current position
horizontally in the positive direction 10mm

(b) example2: >mvr zsam 10 will move the stage relative to current
position vertically in the positive direction 10mm

(c) Forcapillaries orother samples requiring precise alignment, please
follow the steps in annexcap:

(4.5) Ensure that the only object in the beam path (in cross-hairs) between
the source and detector is your sample i.e. no tape

(4.6) Stay away from sample edges and potential adhesives such as tape on
your sample all are potential scatter prone materials which will skew
results

(4.7) Type>wu. Check that thsam is set at 0, if it's not >mv thsam 0

(4.8) If building a Macro: record the position of your samples in the macro.
Type >wu to get the absolute coordinates ysam and zsam



(4.9) move to a blank position (non-obstructed laser to detector path)
(&) >mvr ysam or zsam RelativePosition where nothing lies under
cross-hairs
(b) >blankpos_def
(c) >mv_beam2bstop twice

(4.10) If building a Macro: record the position of the blank in the macro. Type
>wu to get the absolute coordinates ysam and zsam

(4.11) Move back to sample

(@) >mv zsam or >mv ysam AbsoluteCoordinate of what you measured
and recorded during capalign, dscan or other methods

(4.12) Do >transmission_measure, which then measures |0 and the transmis-
sion which are stored as the Spec variables 10 and SAMPLE_TRANS
respectively

(4.13) To check the signal
>saxsmeasure 60 and analyze image in SAXSGUI after the 60 second
collection to make sure that the beam spot is covering the 0" mode
and positioned appropriately

(4.14) If the image and position of the beam stop look good then continue
to next step for measurement collection, otherwise
(a) Move back to blank position
(b) Move back to blank position
i. >mv_blankpos
(c) >mv_beam2bstop twicemore
(d) Repeat from step (4.9))

(4.15) >transmission_measure

4.0.2 MACRO for transmission_measurement

The Macro allows to automatize measurements with multiple instrument
con guration (SAXS, WAXS, MAXS,etc). Some of the relevant de nitions are:

1. >5SAMPLE_DESCRIPTION#st name and information regarding mea-
surement within apostrophes and this information will appear in the
image header in SAXSGUI



>SAMPLE_THICKNESS=#.#n cm if known or needed for use as a
reduction parameter later

>use_bsmaskto load con guration speci ¢ beam-stop mask

Note Image number of collection, example: im_ 0000685 _craw.tiff or
im_000068_caz.tiff

>saxsmeasure t where t is the time in seconds you would like to
measure your sample

OR

>saxsmeasure -c where ¢ is the number of counts you would like to
collect

(a) Experiment should be monitored in beginning to ensure measure-
ment is not run for longer or shorter than reasonable

to call the MACRO:>qdo / Users/xxFOLDER/xxxxx.mac
Instrument will begin measurement

Note: For an example of a macro, please reference Appendix A.

4.0.3 DATA viewer

1. Results can be monitored in SAXSGUI by clickingNext File or under the

File menu by selecting Continuous Monitoring

5 System Stand-By and Removal of Samples

1.
2.
3.

InSpec>x_off
>vent_system,and unlatch two left latches

After waiting for chamber to come to atmosphere, carefully remove
samples from instrument

Close chamber door securing three latches
>light_off

Give audible warning,>evacuate_system and also ensure that the cham-
ber door is closed tight



6 Saving data

1. All collected data is saved in the saxsgui directory in the folder Data
which can be reached via the desktop folder labeled, Link to Data

(a) Images from measurement are saved in 3 directories w/ 2 (im-
ages and latest) having raw and corrected sub-directories. Sub-
directories contain Corrected data where the Dark current/Dark
counts of the images is/are removed

i. Latest real-time live sum of all short measurements, equals
Images equivalent when measurement nishes

ii. Images end product after measurement nishes

iii. Frames zipped folder of all 15 second frames collected
during measurement associated with speci c image number

(b) If SAMPLE_DESCRIPTION, use_bsmask, etc. were used, their in-
formation in addition to other important properties is saved in the
header of the tiff and is readable by most SAXS viewing software

2. To export data: in saxsgui image viewer ->Processing->AutoProcess-
>AP From MetaData and then select ALL images you want auto pro-
cessed - Open

(&) In next window, assign a proper folder for data to export to i.e.
create a data folder within your user folder

(b) Select the variables and extension you want to import (cvs, grad)
(c) Click OK
(d) Data should be processed and sent to the folder you assigned

7 Annex A: How to STOP any procedure

1. If need to stop a procedure use the command ctrl+c

8 Annex B: Peltier Stage specs and commands

1. if using the Peltier Stage: speci cations are shown in gure 3.



Figure 3: Speci cations of the Peltier stage



Figure 4: Speci cations of the Peltier stage

2. Relevantcommands for the Peltier stage using SPEC are givenin gure 4

9 Annex C: 2D plot

1. A 2D pattern image of SAXS will look like g5. The horizontal 'black’
lines correspond to physical gaps between the modules that form the
detector. In the case of Ganesha, the detector is formed by 3 modules,
and hence it shows 2 lines.
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